
Post Top Luminaires
URBAN LIGHTING



Urban Lighting
Luminaires & Poles

Decorative LED Lighting for Residential 
Areas, Parks, City Centers, Town 

Squares & Parking Areas

ECPB2P
Premium

ECAS30Q
Single Arm

Self Leveling Pendant

Full Cutoff Shade

Die Cast Aluminum 
Heat Sink

Type III & Type V Sealed Optics 
available in Clear or Opal

UV-Stabilized Polycarbonate

LUMEN OUTPUT 
Housing-Wattage Lumen Range Housing-Wattage Lumen Range

Astor ECAS30 - 37W 3100-3200 Bostonian ECPB2 - 37W 2000-2100

Astor ECAS30 - 65W 5400-5700 Bostonian ECPB2 - 65W 3200-3700

Astor ECAS30 - 84W 7400-9600 Bostonian ECPB2 - 84W 5400-6400

NOTE: Variance based on CCT and optical distribution 

Shown with ECASWM11
Wall Mount Arm

Optional Twist‐Lock
Photocell Available on

Pole Top Cap.

Astor
Pendant Luminaires



Bostonian Historic
Post Top Luminaires 

Specifications
Housing: Die cast copper-free aluminum, no recycled content, 
automated silicone gaskets
Listing: CSA UL1598 Wet Location, IP66
Hardware: Nickel-Plated Stainless Steel hardware
Wattage: LED 37w-84w
LED Arrays: 100% pure aluminum circuit boards with conformal 
coating
Optics: IES Roadway Types III and V. Clear and Opal lenses
Driver: 120-277V, 50/60Hz or 347-480V, 50/60Hz; less than 
20% THD and PF>0.90. Standard Internal Surge Protection 6kV. 
0-10V Dimming 
Controls: Photocells, 3, 5 and 7-pin twist lock photocell 
receptacles, internal microwave motion sensors

ECPB2P
Premium

ECPB24A4B
24˝ Decorative Base

ECPADAB
Twin Arm

ECPB2D
Deluxe

ECPB2S
Standard

Shown with ECPADAB 
Twin Pole Mount Arm
and Decorative Base



Astor Bell Pendant Luminaires ORDERING GUIDE

Deluxe with
Spear Finial

Premium with
Fleur-de-lis Finial

Standard with 
Spear Finial

BOSTONIAN HISTORIC SERIES ORDERING GUIDE

www.eco-revolution.com
Phone: 844-636-2036

URBAN LIGHTING ORDERING GUIDE

Order Information Example: ECPB2P3FQF1X84U4KBSF

QF
Model Globe Finial Optics Wattage Driver CCT Color Options

ECPB2S=Standard Bostonian 
Historic Post Top Luminaire
ECPB2D=Deluxe Bostonian 
Historic Post Top Luminaire
ECPB2P=Premium Bostonian 
Historic Post Top Luminaire

3=Type III
5=Type V

F=Fleur-de-lis
S=Spear

QF=Type V 1X37=37w 
1X65=65w
1X84=84w

U=120-277V
H=347-480V

3K=3000K*
4K=4000K
5K=5000K

*37w & 84w Only

B=Black
C=Custom
(Consult Factory)

SF=Single Fuse (120-277V Only)
DF=Double Fuse (120-277V Only)
S2=Microwave Sensor with Dimming for 
Mounting Heights of 8 to 40´ (120-277V Only)
S4=Microwave On/Off Motion Sensor for 
Mounting Heights of 8' to 19', (120-277V Only)

Dimensions
Diameter (D) 16⅜˝ (416mm)

Height with Fleur-De-Lis (A) 40˝ (1016mm)

Height with Spear (A) 39½˝ (1003mm)

Inner Diameter (B) 3⅛˝ (79mm)

Outer Diameter (B) 39/16˝ (84mm)

A

B

D

Order Information Example: ECAS301QF1X84U5KCBSF

ECAS301Q
Model Optics Wattage Driver CCT Lens Color Options

ECAS301Q=ThermaLED 
Astor Pendant 

C=Type III
F=Type V

1X37=37w 
1X65=65w 
1X84=84w

U=120-277V
H=347-480V

3K=3000K*
4K=4000K
5K=5000K

*84w Type V 
& 65w Type III 
Only.

C=Clear 
Prismatic 
Array Lens
L=LumaLens 
Opal Array 
Lens

B=Black
C=Custom
(Consult
Factory)

SF=Single Fuse
(120-277V Only)
DF=Double Fuse
(120-277V Only)
SP=Surge Protection
S2=Microwave Sensor with 
Dimming for Mounting Heights 
of 8 to 40'. (120-277V Only)
S4=Microwave On/Off Motion 
Sensor for Mounting Heights of 
8' to 19', (120-277V Only)

Order Information Example: ECASMA12BR7

Model Color Options

ECASWM11=Single 
Wall Mount Arm
ECASMA11=Single Pole 
Mount Arm
ECASMA12=Dual Pole 
Mount Arm

B=Black
C=Custom
(Consult Factory)

R3=3-Pin Twist Lock 
Photocell Receptacle
R5=5-Pin Twist Lock Photo-
cell Receptacle
R7=7-Pin ANSI C136.41—
2013 Twist Lock Photocell 
Receptacle

Photocell Option not available 
with Wall Mount Arm.

Order Information Example: ECPARS420ABBP3LAB

ECPARS 420AB
Model Height/Shaft/Gauge Color Pole Top 

Mounting Options

ECPARS=Smooth 
Aluminum Extruded Pole

420AB=20’ Anchor Base Pole B=Black P3=2⅞ x 4"H 
Tenon

(Leave Blank)=No Options
LAB=Less Anchor Bolts (2)
LBC=Less Base Cover (3)

Select PoleStep 3:

Select FixtureStep 1: Select ArmStep 2:

Order Information Example: ECPARF422DBBLAB

ECPARF
Model Shaft/Height/Style Color Options

ECPARF=Fluted 
Aluminum Extruded Pole

416AB=16´ Anchor Base Pole
422DB=22´ Direct Burial Pole

B=Black (Leave Blank)= No Options
LAB= Less Anchor Bolts (2)

Dimensions
Diameter (D) 19½˝ (495mm)

Height (A) 11˝ (279mm)

D

A

Select Fixture Select Arm Select Pole
Step 3:Step 1: Step 2:

Specification 
Guide:
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